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Materials of Construction - Elastomer

Neoprene sponge
MATERIAL COLOUR

Silicone sponge
Silicone tube

TEMPERATURE RANGE

-60°C to +200°C
-60°C to +260°C

Black
Cream
Grey

EPDM -40°C to 100°C Black

-30°C to +100°C

CORE DIAMETER
A (mm)

PART NUMBER
SILICONE SPONGE

PART NUMBER
NEOPRENE

SPONGE

PART NUMBER
EPDM

2
3
4
5
6
8
10
11
13
19

8801
8802
8803
8804
8805
8806
8807
8808
8809
8810

8967
9000
8968
8969
8970
8971
8972
8973
8974
8975

-
8976
8977
8978
8979
8980
8981
8982
8983
8984

TUBE O.D.
A (mm)

1.6
2
3
4
5
6
8
10
11
13

TUBE I.D.
B (mm)

1
1.5
1.5
1.5
3
3
5
6
8
10

PART NUMBER
SILICONE TUBE

1/8187
1/8201
8508
8509
8507
8506
8504
8502
8512
8510

14 11 8500

Circular Section

Silicone Tube

General tolerances on gasket dimensions +/- 0.8mm. Further details on application. Core dimensions
specified do not include the thickness of mesh layers. 

General tolerances on gasket dimensions +/- 0.8mm. Further details on application. Core dimensions
specified do not include the thickness of mesh layers. 

Circular Section

Neoprene / Silicone / EPDM

A

The information above is supplied in good faith and believed to be correct. This information is supplied upon the condition that persons receiving this will make their own determination as to its suitability
for their purposes prior to use. KnitMesh makes no representations or warranties, either expressed or implied with respect to the information or the product to which this information refers.

A
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TUBE
O.D.

A (mm)

3
3
3
3
4
4
4
5
5
5

TUBE
I.D.

1.5
1.5
1.5
1.5
1.5
1.5
1.5
3
3
3

OVERALL
WIDTH
B (mm)

7.5
13
16
19
13
16
19
13
16

15.5

PART
NUMBER

8113
8951
8952
8953
8954
8955
8956
8957
8958
8117

TUBE
O.D.

A (mm)

5
6
6
6
6
8
8
8
10
10

TUBE
I.D.

3
3
3
3
3
5
5
5
6
6

OVERALL
WIDTH
B (mm)

19
16
19
25
28
16
19
25
19
18

PART
NUMBER

8959
8960
8961
8962
8209
8963
8964
8965
8966
8145

General tolerances on gasket dimensions +/- 0.8mm. Further details on application. Core dimensions
specified do not include the thickness of mesh layers. 

General tolerances on gasket dimensions +/- 0.8mm. Further details on application. Core dimensions
specified do not include the thickness of mesh layers. 

‘P’ Section Silicone Tube

‘P’ Section Silicone Sponge
CORE

DIAMETER
A (mm)

WIDTH
B (mm)

PART
NUMBER
SILICONE

CORE
DIAMETER

A (mm)

WIDTH
B (mm)

PART
NUMBER
SILICONE

3
3
3
5
5

13
16
19
13
16

8901
8902
8903
8904
8905

5
6
6
6
13

19
15
19
25
25

8906
8907
8908
8909
8910

The information above is supplied in good faith and believed to be correct. This information is supplied upon the condition that persons receiving this will make their own determination as to its suitability
for their purposes prior to use. KnitMesh makes no representations or warranties, either expressed or implied with respect to the information or the product to which this information refers.

B

A

B

A

CORE WIDTH
A (mm)

3
4
5
6
5
6
9
12
13
16

CORE THICKNESS
B (mm)

3
3
3
3
5
6
6
6
6
6

PART NUMBER
NEOPRENE SPONGE

8851
8852
8853
8854
8855
8856
8857
8858
8859
8860

PART NUMBER
SILICONE SPONGE

8870
8871
8872
8873
8874
8875
8876
8877
8878
8879

12 9 8861 8880
15 9 8862 8881
13 10 8863 8882
13 13 8864 8883
19 13 8865 8884

Rectangular Section

Neoprene / Silicone

General tolerances on gasket dimensions +/- 0.8mm. Further details on application. Core dimensions
specified do not include the thickness of mesh layers. 

B

A
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Additional Information Samples are available generally free of charge. Please contact the sales department
for further information. Delivery lead times are quantity dependent but emergency deliveries can often be
organised within a few days or less. Other core materials and profiles shapes and sizes are available to special
order. Please contact Knitex sales department for further information.

Ordering To order, simply state the quantity required, part number, material reference and if you have any
special roll length or packaging requirements. Also specify if a double side tape is required which is only available
on rectangular shaped gaskets. Cut to length and fabricated picture frame type gaskets are also available for
which a drawing may be required.

Example of how to order a standard Knitex gasket:
Gasket Type 8856/SN-FE-CU = a 6mm x 6mm neoprene sponge with a single cover of Tin Plated Copper Clad steel.

Gasket Type 8500/SS/Double cover = a 14mm O.D. x 11mm I.D. silicone tube with a double cover of stainless steel.

The information above is supplied in good faith and believed to be correct. This information is supplied upon the condition that persons receiving this will make their own determination as to its suitability
for their purposes prior to use. KnitMesh makes no representations or warranties, either expressed or implied with respect to the information or the product to which this information refers.


